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EC-UP8P8C-6-003-TR-500

S

[eTanbHble XxapakTepucTUKn

XapakTrepucTuka

Kateropus

Monoca nponyckanusi, MI'y,
McnonHeHune

Twn KOHHEKTOPOB

[vameTp NpoBOAHWUKOB Kabens, MM
MakcumarnbHbIN AuamMeTp U3onaumMmn, Mm
MoKpbITUE KOHTAKTOB, MKA,
MaTtepuan kopnyca

Liset

MoHTax

CooTBeTCTBMNE CTaHAApTam
MopaepxvBaemMble NPUNOXEHUS
[wnanasoH Temnepartyp, C

Ynakoska
[apaHTua
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3HaueHue

6

250

HeakpaHupoBaHHoe

RJ45/8P8C

0,47 - 0,51

0,84 - 0,99

5]

Mpo3payHblit nonukapboHaT, cooTBeTcTBYeT UL94-V2
Mpo3payHbin

OBGXWUM, C MOMOLLbIO CreL,. MHCTPYMeHTa

CootBeTcTBYyeT TpeboBaHuam ctaHgapTtoB: ISO/IEC 11801, EN
50173 n TIA/EIA-568

10BASE-T, 100BASE-TX, 100BASE-T4, 1000BASE-T, ATM-25,
ATM-51, ATM-155, 100VG-AnyLan, TR-4, TR-16 Active, TR-16
Passive

XpaHeHue ot -40 go +70 °C. MoHTax oT -10 go +50 °C.
Okcnnyataums o1 -30 go +70 °C

MonuatunexosbI nakeT no 500 wT

1ron
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